




















96 Pitch Precision Spur Gears-303 Stainless - Split Hub
AGMA Quiality 10, 20° Pressure Angle

Additional number of teeth

On Request: 14-1/2° Pressure Angle
0.1248 Bore
1/8” Face
0.187 HD
13/32” OAL
SH4-31 Clamp

No. of Pitch Outside .

Teeth Dia. Dia. 303 Stainless Steel
28 0.2917 0.313 SG96C7S-28
30 0.3125 0.333 SG96C7S-30
32 0.3333 0.354 SG96C7S-32
34 0.3542 0.375 SG96C7S-34
35 0.3646 0.385 SG96C7S-35
36 0.3750 0.396 SG96C7S-36
38 0.3958 0.417 SG96C7S-38
39 0.4063 0.427 SG96C7S-39
40 0.4167 0.438 SG96C7S-40
42 0.4375 0.458 SG96C7S-42
44 0.4583 0.479 SG96C7S-44
45 0.4688 0.490 SG96C7S-45
47 0.4896 0.510 SG96C7S-47
48 0.5000 0.521 SG96C7S-48
50 0.5208 0.542 SG96C7S-50
52 0.5417 0.563 SG96C7S-52
54 0.5625 0.583 SG96C7S-54
55 0.5729 0.594 SG96C7S-55
56 0.5833 0.604 SG96C7S-56
58 0.6042 0.625 SG96C7S-58
60 0.6250 0.646 SG96C7S-60
62 0.6458 0.667 SG96C7S-62
64 0.6667 0.688 SG96C7S-64
65 0.6771 0.698 SG96C7S-65
66 0.6875 0.708 SG96C7S-66
70 0.7292 0.750 SG96C7S-70
72 0.7500 0.771 SG96C7S-72
75 0.7813 0.802 SG96C7S-75
78 0.8125 0.833 SG96C7S-78
80 0.8333 0.854 SG96C7S-80
84 0.8750 0.896 SG96C7S-84
85 0.8854 0.906 SG96C7S-85
90 0.9375 0.958 SG96C7S-90
95 0.9896 1.010 SG96C7S-95
96 1.0000 1.021 SG96C7S-96
100 1.0417 1.063 SG96C7S-100
105 1.0938 1.115 SG96C7S-105
110 1.1458 1.167 SG96C7S-110
120 1.2500 1.271 SG96C7S-120
126 1.3125 1.333 SG96C7S-126
132 1.3750 1.396 SG96C7S-132
144 1.5000 1.521 SG96C7S-144
156 1.6250 1.646 SG96C7S-156
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